
Vogelsang VX lobe pump 

Top Cylinder
• bleeding the leading axle on the 

slurry tanker increases the tongue 
load on the tractor‘s rear axle

• option to shift extra load from the 
rear axle to the front axle

• Top Cylinder optimizes tractive power
• shifts tractive power as required by 

current conditions 

professional garant  models for 
professional operations
The Kotte range of professional slurry tankers offers practical 
solutions for large-scale farmers and contractors. We provide 
equipment that is tailored to large-scale transport and spreading 
requirements. Our expertise is your advantage.

Tank
•	quality made in Germany 
•	full-length frame 
•	fully galvanized tank and components 
•	baffle plates are bolted for 

tension-free fit to DIN EN 707 
•	aluminium tanks and cathodic dip 

coated steel tanks are an option 

Tyres and running gear
•	original BPW aggregates 
•	150 x 150 mm box section axle, 

410 x 180 mm brake drum
•	pneumatic suspension system
•	optional hydraulic suspension system
•	standard automatic load-sensitive 

brake valve
• up to 60 km/h axles
•	large choice of tyre options

Filling systems
Vacuum tankers:
• quality Jurop compressors
• Power-Boost system comprises a 

pto driven centrifugal pump; 
hydraulic compressor

• triple-function Power-Boost system 
comprises turbo filler, agitator, 
centrifugal pump (up to 3 bar)

• system is tolerant of solid matter
• wear-free

Tyre pressure control system
• enhances overall ride in the field and 

on the road
• reduces soil compaction in the field
• reduces tyre wear and fuel 

consumption in road travel
• 1-line and 2-line systems available
• optional tractor tyre pressure control
• digital 2-line system control
• double-piston compressor system, 

effective 1,200 l/min output, 45 l/min 
oil requirement

• four-piston compressor system, 
effective 3,300 l/min output, 80 l/min 
oil requirement

• example: Inflating four 750/60-30.5 
tyres from 1.5 bar to 3.5 bar takes 
approx. 6 min when using a double-
piston compressor. The same job 
takes approx. 2.5 min when using a 
four-piston compressor.

Pump tankers:
• quality centrifugal pumps from 

Vogelsang or Börger
• approx. 12,000 l/min pump cuts filling 

rates and guarantees rapid emptying
• RotaCut 10000 or 12000 system with 

stone trap and macerator protects the 
pump from fibrous material for added 
longevity

• optional RotaCut 10000 or 12000 
with stone trap and macerator, 
automatic ACC pneumatic macerating 
control, stepless control of blade 
pressure on sieve 

• RotaCut offers a large outlet for 
convenient emptying

•	all aluminium tanks are cathodic dip 
coated as standard specification 

•	austomized paint finish in any RAL 
colour 

•	6 mm steel walls, 8 mm aluminium 
walls 

•	aluminium tanks provide substantial 
weight reduction 

Forced steer system, bottom-mounted drawbar, 
Top Cylinder 

Macerator with stone trapping box 

BPW GSL forced steer axle 

Bottom-mount drawbar and drawbar 
suspension
• 3 t or 4 t ball hitch
• hydraulic drawbar suspension 

provides substantial enhancement of 
driver comfort

• standard manual pump for further 
adjustment of drawbar tilt

• optional drawbar suspension 
control from the cab-mounted 
terminal actively controls machine tilt 

Aluminium light design

PTG tyre pressure control system 

Drawbar suspension system 

Overview Power-Boost technology Power-Boost technology

Drawbar suspension

Kotte forced steer system
• standard GSL forced steer axle from 

BPW: with knuckles integrated in axle 
extensions for reduced effort and 
wear

• substantial enhancement of driver 
comfort

• closed-centre hydraulic system 
provides oil flow on demand

• the cylinder ram mounts on the 
drawbar and the hitch system, 
eliminating the need for a control 
lever and thus another area of wear 
and ensuring consistent precision 
steering 

• an auxiliary accumulator absorbs 
peak pressures

• the rams move under the drawbar as 
the combination is travelling around 
bends – eliminating the need for a 
guard in this area and enabling 
tighter turns 

garant  Profi PTR 25.000 Aluminium light




